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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

Thi s broadscope section covers flush, hollow core,
solid core and fire-rated wood doors.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.
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The publications listed below forma part of this section to the extent
ref erenced:

W NDOAS AND DOOR MANUFACTURERS ASSCOCI ATI ON ( \DMR)
NADA |.S. 1 (1999) Wbod Fl ush Doors

1.2 SUBM TTALS
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NOTE: Review subnmttal description (SD) definitions
in Section 01330 SUBM TTAL PROCEDURES and edit the
following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each submttal

descri ption.
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The foll owi ng shall be submitted in accordance with Section 01330 SUBM TTAL

PROCEDURES in sufficient detail to show full conpliance with the
speci fication:
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SD- 02 Shop Drawi ngs

Fabri cation draw ngs shall show | ocations and di nensi ons for the
followi ng itens:

Hol | ow Cor e Doors
Sol id Core Doors
Fi re- Rat ed Label ed Doors

SD- 02 Shop Drawi ngs
Installation drawi ngs shall be subnitted for the follow ng itens:

Hol | ow Core Doors

Solid Core Doors

Fire- Rat ed Label ed Doors
Faci ng

Cut out Openi ngs

Door Louvers

Fi ni sh Har dwar e

SD- 03 Product Data

Manufacturer's catal og data shall be subnmitted for the foll ow ng
i tens:
Hol | ow Core Doors
Sol i d Core Doors
Fire Rated Label ed Doors
Faci ng
Cut out Openi ngs
Door Louvers
SD-07 Certificates

Certificates shall be subnitted for the followi ng itens show ng
conformance with referenced standards contained in this section.

Hol | ow Core Doors
Solid Core Doors
Fire Rated Label ed Doors
Faci ng
PART 2 PRODUCTS
2.1 GENERAL
Doors shall conply with the requirenents of NWWDA |.S. 1, and as specifi ed.
2.1.1 Hol | ow Core Doors
Hol | ow core wood flush doors shall be 7-ply, |adder, nesh or cellular core.

2.1.2 Solid Core Doors

Solid core wood flush doors shall be 5-ply, glue block core, or 7-ply
MAT-formed particle board core.
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2.

1.3 Fi re- Rat ed Label ed Doors

Fire-rated doors and frames shall be the types that have been investigated
and fire tested as a fire door assenbly, conplete with the type of
fire-door hardware to be used in the work. Fire-rated doors and franes
shal |l be | abeled. The labels shall indicate the applicable fire rating of
t he door construction provided.

.2 FACI NG

Faci ngs indicated as "paint finish" shall be sound grade, confornming to
NWADA |.S. 1.

Faci ngs indicated as stain-transparent finish shall be prem um grade
conformng to NWWWDA 1. S. 1. Face veneer and veneer cut shall be:

Natural Birch, Plain Slice

Nat ural Maple, Plain Slice

Sel ect Red Birch, Plain Slice
Sel ect White Birch, Plain Slice
Red Gak, Plain Slice

Cherry, Plain Slice

Wal nut, Plain Slice

.3 CUTOUT OPENI NGS

Cut out openings for lights and | ouvers shall be made in accordance with
NWADA | .S, 1.

.4 DOCR LOUVERS

Louvers and franes shall be solid hardwood mat ching the door face veneer
species and finish. Design of |ouver, frame, and nolding shall be as
i ndi cated on the construction draw ngs.

Louvers and franes shall be inverted 60-degree V-bl ade, enanel-finished
steel, approximately 1 inch 25 millinmeter w de, stationary, sightproof.
Each bl ade shall be spaced at not nore than two per inch 25 nmillineter and
formed fromNo. 20 1.0 millimeter U S. Standard gage steel in baked enanel
finish, color as selected. Louver retainer stops shall be steel or

har dwood, matching the color and finish of the door

.5 BEVELI NG AND FI TTI NG

Bevel ing and standard prefitting of wood doors shall be in accordance with
NWADA | .S, 1.

.6 EDGE SEALI NG

Top and bottom edges of doors and surfaces of all cutouts shall be
factory-seal ed agai nst noi sture penetrati on.

Edges and cutouts of exterior out-sw nging wood doors shall be factory
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seal ed to preclude noisture penetration. Top and bottomrails and sills of
cutouts shall receive factory-installed al um num fl ashi ng.

.7 DOOR FI NI SHI NG

Doors to receive a job-site-applied finish shall be clean and sanded snooth
to renove handling and storage marks, raised grain, mnor surface marks,
and abrasions and shall be left ready for finishing as specified in Section
09920 ARCHI TECTURAL PAI NTI NG

PART 3 EXECUTI ON

3.

1 GENERAL

Doors shall be accurately installed in framed openi ngs and shall naintain
the specified clearances and tol erances.

Fi ni sh Hardware sets shall be installed in accordance with the approved
har dwar e schedul e and the approved draw ngs. Hardware shall be tenporarily
renoved as required for job-site finishing.

After finish painting has been conpl eted, hardware and accessories shall be
reinstalled and final adjustnents nade for proper door operation.

.2 ACCEPTANCE PROVI SI ONS

Doors will be checked by the Contracting O ficer for warp, tw st,

del am nation, and manufacturing and installation defects. Doors exhibiting
defects and doors outside the tolerances listed in NWWWDA |.S. 1 shall be
renoved and replaced with new doors.

-- End of Section --
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